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CHAPTER 5  
System Performance Criteria 

The purpose of this chapter is to define the recommended performance and operational criteria used for 
the WMP. These criteria include required fire flow and flow duration, definition of high demand 
conditions, definition of “emergency events,” system pumping capacity, system storage capacity 
(including operational, fire flow, and emergency storage components), regulating station capacity where 
needed, minimum and maximum system pressures, and maximum pipeline velocity and headloss. 

The following sections of this chapter present the recommended performance and operational or sizing 
criteria for: 

• General Water System Reliability 

• Water Quality Standards 

• System Performance Criteria 

• Facility Sizing Criteria 

5.1 GENERAL WATER SYSTEM RELIABILITY 

Water system reliability and adherence to water quality standards are at the foundation of performance 
and operational criteria. Attention to enhancing the reliability of the system under all conditions is an 
important part of maintaining high quality water service. Water system reliability is achieved through a 
number of system features including:  

• Appropriately sized storage facilities, 

• Redundant or “firm” pumping capacity, transmission/distribution, and supply facilities 
where required, and 

• Reliable standby power supplies. 

Reliability and water quality are also improved by designing looped water distribution pipelines and 
avoiding dead-end distribution mains whenever possible. Looping pipeline configurations reduce the 
potential for stagnant water and the associated problems of poor taste and low chlorine residuals. 

5.2 WATER QUALITY STANDARDS 

Water quality standards largely pertain to protecting public health and consistently delivering a 
satisfactory product to the customer. The EPA and the SWRCB Division of Drinking Water (DDW) are the 
agencies responsible for establishing water quality standards. The EPA and the DDW prescribe regulations 
that limit the amount of certain contaminants in the water provided by a public water system. The City, 
as the water purveyor, is responsible for ensuring that the applicable water quality standards and 
regulations are met at all times. 
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5.3 SYSTEM PERFORMANCE CRITERIA 

This section discusses the performance criteria that will be used to evaluate the City’s water system. A 
summary of the recommended water system performance and operational criteria are shown in 
Table 5-1. The following definitions of firm capacity will be used when considering the water treatment 
plants, booster pump stations, and groundwater wells that support the City’s water system: 

• Firm Water Treatment Plant Capacity 

— For the DE Plant, assume the current average daily production (3.4 mgd) which takes 
into account operational constraints (i.e. time for backwashing the DE Plant’s filters, as 
well as limiting operation hours to between 8 a.m. and 4 p.m.), rather than the 
maximum rated nominal production capacity (12 mgd). 

— For the NBR Plant, assume 90 percent reliability (i.e., 90 percent of 13.3 mgd, or 
approximately 12 mgd), which takes into account regular maintenance and 
unanticipated disruptions such as loss of power or equipment failure. 

• Firm Booster Pump Station Capacity 

— Firm booster pump station capacity assumes total booster pump station capacity with 
the largest booster pump out of service at each pump station. Most of the City’s Upper 
Zone booster pump stations have two pumps. For those stations, the firm capacity 
criteria will mean that they have their redundant pump removed, but they will still be 
able to operate. These conservative assumptions ensure the reliability and flexibility of 
the system to provide sufficient pumping capacity during emergency conditions. 

• Firm Groundwater Well Capacity 

— Firm groundwater supply capacity assumes that 75 percent of the City’s active well 
capacity is available at any given time. An active well is defined as any well that is 
currently operational. Wells that are abandoned, or temporarily out of service due to 
mechanical breakdowns, routine maintenance, water quality or other operational 
issues, are not considered active. This conservative planning-level assumption ensures 
the reliability and flexibility of the system to provide sufficient supply capacity, 
especially considering increased regulations, tightening of groundwater pumping, and 
aging infrastructure. 

5.3.1 Distribution System Pressures 

The City’s hydraulic model will be used to evaluate whether the City’s water distribution system is 
sufficient to meet existing and projected demands, while meeting the recommended performance 
criteria. Projected demands will be evaluated under the preferred future supply option, as discussed in 
Chapter 4. Peaking factors for the maximum day and peak hour demands are discussed in Chapter 3. 

The high demand conditions can be met from a combination of sources, including: 

• Treated surface water from treatment plants operating at existing or future firm capacity, 

• Existing or future groundwater wells operating at firm capacity,  

• Available storage from existing or future reservoirs, and 

• Booster pump stations operating at existing or future firm capacity. 
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Using the supplies listed above, the City’s distribution system (Main Zone and Upper Zones) should have 
the capacity to convey water to meet both high demand scenarios, while also satisfying the recommended 
system performance criteria for minimum and maximum pressures. The performance criteria and 
associated sizing criteria are discussed in more detail in Section 5.4. 

5.3.2 Fire Flow Requirements 

The City’s Utilities Department operates and maintains the water system within the City’s service areas. The 
City’s Fire Department (Fire Department) is concerned with the availability of adequate water supply during 
fires. Consequently, the Fire Department establishes minimum water flows and residual system pressures 
during a firefighting event that the City aims to provide and which the City requires for new developments. 

The City Fire Department conforms to the California Fire Code (CDC), 2019 Edition and uses Appendix B 
(and Appendix BB) of the code, Fire Flow Requirements for Buildings, to assist in establishing minimum 
fire flows and durations. The Vacaville Municipal Code (Title 15 – Buildings and Construction, Section 
15.20.271.N) specifies the following additional requirements with respect to automatic sprinkler systems: 

All buildings in excess of three (3) stories or thirty-five feet (35') in height, or that have a total 
floor area greater than five thousand (5,000) square feet, shall be equipped, throughout, with an 
approved fully automatic fire sprinkler system. 

The Fire Department is responsible for setting and enforcing fire flow requirements as future 
developments are approved. However, for planning purposes, the minimum recommended fire flow 
requirements are generalized based on land use type, as shown on Table 5-2, since actual future building 
types and/or design details are not yet known. These requirements are based on flow (in gpm) for the 
building/land use type (e.g., commercial, residential, industrial, etc.), size of building (in square feet), and 
type of construction (e.g., wood frame, metal, masonry, installation of sprinklers, etc.). These fire flows 
are to be met concurrently with the maximum day demand while maintaining a minimum residual system 
pressure of 20 pounds per square inch (psi) throughout the water system. These flows and durations are 
also used to evaluate the existing and future water system to establish storage requirements. 

It’s worth noting that for land uses with larger fire flow requirements (i.e., Institutional, Commercial/ 
Office, Industrial), the required fire flow includes a 500 gpm assumed sprinkler flow. The assumption is 
reasonably conservative and is aimed towards ensuring adequate pumping and distribution system 
capacity. However, per the CFC, sprinkler flow is only required for the first hour; therefore, for the 
purposes of sizing storage the 500 gpm is omitted from the storage calculation. For example, for industrial 
land uses, pumping and distribution requirements/sizing are based on 4,500 gpm, but storage 
requirements/sizing is based on 4,000 gpm for 4 hours. These assumptions are further described in 
subsequent sections. 
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Table 5-2. Recommended Fire Flow Requirements(a) 

Land Use Designation Fire Flow, gpm Duration, hours Recommended Storage, MG(b) 

Single Family Residential(c,d) 1,500 2 0.18 

Multi-Family Residential(c,e) 3,000 3 0.54 

Institutional(f,g) 3,500 4 0.72 

Commercial/Office(f,h) 4,500 4 0.96 

Industrial(f) 4,500 4 0.96 

(a) Construction type and fire flow calculation area are not generally known during the development of a master plan; consequently, fire 
flow requirements set forth in this table are based on previous estimates for these land use types and similar communities. Unique 
projects or projects with alternate materials may require higher fire flows and should be reviewed by the Fire Chief on a case-by-case 
basis (e.g., proposed commercial/industrial areas and schools). 

(b) Recommended storage shows the minimum recommended fire flow storage needed to fight a fire associated with each land use type. 
Fire flow storage should be evaluated for each pressure zone separately, using the largest potential fire event that could occur within 
that pressure zone. 

(c) For a more conservative fire flow estimate, Single Family and Multi Family Residential buildings were considered non-sprinklered for 
this Water Master Plan. This is consistent with the City's municipal code, which includes amendments to the 2019 California Fire Code 
(CFC), and which specifies that the minimum fire flow for one- and two-family dwellings should generally be 1,500 gpm 
(15.20.271.040.C). 

(d) Single Family Residential includes Residential Low/Low-Medium Density, Retired Single Family Residential, Residential Estates, and 
Manufactured Homes. 

(e) Multi-Family Residential includes Residential High/Medium/Urban High Density, Residential Rural, and Retired Multi Family 
Residential. 

(f) These fire flow requirements assume buildings are fully equipped with an automatic sprinkler system and therefore a 50 percent 
reduction in fire flow is allowed with an additional 500 gpm demand for on-site sprinkler flow (Institutional is normally 6,000 gpm, 
Commercial/Office is normally 8,000 gpm and Industrial is normally 8,000 gpm). The recommended storage volumes do not include 
volume associated with the 500 gpm sprinkler flow. This is consistent with the City's municipal code, which includes amendments to 
the 2019 CFC, and which specifies that for buildings other than one- or two-family dwellings, the required flows in the 2019 CFC can 
be reduced by 50 percent (15.20.271.040.D). 

(g) Institutional includes Church, College, Elementary/High School, Public High/Low/Medium, Public Park. 

(h) Commercial/Office includes Commercial Highway/Office/Service, Downtown, Medical Office, Retail Service, and Hospital. 

 

5.4 FACILITY SIZING CRITERIA 

The follow sections describe in more detail the sizing criteria that will be used to size future facilities, as 
well as to assess the performance of existing facilities. 

5.4.1 Supply Capacity 

Supply capacity is evaluated for the system as a whole (i.e., Main Zone and Upper Zones together), for 
both existing and future demand conditions. The City must be able to provide a firm supply capacity equal 
to the maximum day demand condition (discussed in Chapter 3), which can be met by a combination of: 

• Treated surface water from treatment plants operating at existing or future firm capacity, and 

• Existing or future groundwater wells operating at firm capacity. 

Storage facilities are intended to help balance supplies and demands during peak use and emergency 
conditions and are not considered a supply source to meet maximum day demand requirements. 
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5.4.2 Pumping Capacity Criteria 

Water system pumping capacity should be sufficient to meet the maximum day demand for the pressure 
zone served, as well as any other pressure zones that are supported by the pressure zone that is served. 
This pumping capacity requirement can be met by a combination of pumps, including: 

• Pumps at booster pump stations and water treatment plants operating at firm capacity, and 

• Groundwater well pumps operating at firm capacity. 

Sufficient pumping capacity should be provided for each individual pressure zone for both existing and future 
demand scenarios. Since groundwater wells and treatment plants only supply the Main Zone, they will not 
be included in the Upper Zone evaluations. Only the pumps used to supply a given pressure zone will be 
included in the evaluation of that pressure zone. If one pump station supplies multiple pressure zones, the 
demand from all the pressure zones it supplies will be used to evaluate the adequacy of its capacity. 

5.4.2.1 Critical Pumping Facilities 

A pumping facility is defined as critical if it provides service to a local service area without sufficient emergency 
storage (see Emergency Storage section below) and if it meets at least one of the following criteria: 

• The largest pumping facility that provides water to a particular pressure zone and/or 
service area, 

• A pumping facility that provides the sole source of water to single or multiple pressure 
zones and/or service areas, 

• A pumping facility that provides water from a water treatment plant, or 

• A pumping facility that provides water from key groundwater supply wells (determined 
based on capacity, water quality and location). 

All critical facilities should be equipped with backup power or a plug-in adapter and transfer switch can 
be used to allow interconnection to a portable generator, which will be brought to the site by City staff 
during a prolonged power outage. If the City chooses to use plug-in adapters, there must be sufficient 
portable generators available so that all facilities can be powered at the same time. 

5.4.3 Storage Capacity Criteria 

The total treated water storage capacity required for a given pressure zone is based on the following three 
major components: 

• Operational Storage, 

• Fire Flow Storage, and 

• Emergency Storage. 
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These storage capacity requirements can be met by a combination of the following: 

• Existing available storage capacity, and 

• Available emergency groundwater credit. 

Further discussion of the storage requirements and criteria listed above is presented below. Also 
described are potential operational strategies for the City’s storage facilities based on seasonal water 
demand patterns (i.e., winter vs. summer) to help optimize system operations by facilitating tank turnover 
to minimize water quality issues (e.g., stale water, loss of disinfectant residual). 

5.4.3.1 Operational Storage 

Over any 24-hour period, system water demands will vary. Higher water demands will typically occur 
during the early morning hours when people are irrigating landscape and getting ready to go to work or 
school. Water demands will then typically decline to some nominal baseline level and will then begin to 
increase again depending on outside water needs (and corresponding temperature), until they reach a 
higher water demand in the early evening hours as people return home from work or school. Throughout 
the year, the peaks of this cycle will vary according to customer needs. 

Usually, system supplies (water treatment plants and/or wells) are operated at a consistent rate over a 
24-hour period (baseline) and augmented by additional flow from storage tanks and/or wells, during high 
demand periods, as needed. Storage tanks are normally refilled when demands drop below the baseline 
water production flow rate. The storage volume used to meet these peak demand periods is called 
operational storage. 

The operational storage requirement is usually approximately equal to 25 percent of the total volume of 
water needed to meet the pressure zone’s maximum day demand. That is the recommended volume 
requirement for operational storage. 

5.4.3.2 Fire Flow Storage 

Fire flow requirements are based on the 2019 CDC, generalized to adjacent land uses. The fire flow 
requirement is multiplied by the required fire flow duration to establish the total volume of fire flow storage 
required. Table 5-2 presents the recommended fire flow criteria and associated required fire flow storage. 
The fire flow storage for a given pressure zone should be equivalent to the largest fire flow event that may 
occur in that pressure zone, multiplied by its duration. For example, the largest fire flow storage requirement 
that is possible for the Main Zone is 0.96 MG, which is derived from the maximum fire flow requirement 
4,000 gpm (which excludes 500 gpm sprinkler flow) times the required four-hour duration. 

5.4.3.3 Emergency Storage 

A reserve of stored water is also required to meet demands during an emergency. An emergency is defined 
as an unforeseen or unplanned event that may degrade the quality or quantity of potable water supplies 
available to serve customers. There are three types of emergency events that a water utility typically 
prepares for: 

• Minor emergency. A fairly routine, normal, or localized event that affects a few customers, 
such as a pipeline break, malfunctioning valve, hydrant break, or a brief power loss. Utilities 
plan for minor emergencies and typically have staff and materials available to address them. 
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• Major emergency. A disaster that affects an entire, or large, portion of a water system, lowers 
the quantity and quality of the water, or places the health and safety of the community at risk. 
Examples include water treatment plant failures, raw water contamination or major power 
grid outages. Water utilities infrequently experience major emergencies. 

• Natural disaster. A disaster caused by natural forces or events that create water utility 
emergencies. Examples include earthquakes, forest or brush fires, hurricanes, tornados or 
high winds, floods, and other severe weather conditions such as freezing or drought that 
damage or cause water system facilities to not be able to operate. 

Determination of the required volume of emergency storage is a policy decision based on the assessment 
of the risk of failures and the desired degree of system reliability. The amount of required emergency 
storage is a function of several factors including the diversity of the supply sources, redundancy and 
reliability of the production facilities, and the anticipated length of the emergency outage. In developing 
an emergency storage requirement for the City, typical industry standards were used. 

The American Water Works Association (AWWA) states that no formula exists for determining the amount 
of emergency storage required, and that the decision will be made by the utility based on a judgment 
about the perceived vulnerability of the system. For this Water Master Plan Update, it has been assumed 
that the emergency storage requirement will be based on minor emergencies and specific major 
emergency criteria. Based on this assumption, it is recommended that the City have a minimum quantity 
of emergency storage volume equivalent to: 

• For the Main Zone, the equivalent of 50 percent of the Main Zone maximum day demand 
(i.e., 12 hours of storage on the maximum day). 

• For all remaining zones, the equivalent of 75 percent of the respective demand 
(i.e., 18 hours of storage on the maximum day). 

5.4.3.4 Existing Available Storage Capacity 

Existing available storage capacity includes the nominal capacity of all active treated water storage tanks 
within the pressure zone being evaluated. A tank is defined as active if it is in service and currently 
operational. At this time, all ten storage tanks (see Chapter 2) within the City’s system are active and their 
nominal capacities are used in the storage capacity evaluation. 

5.4.3.5 Emergency Groundwater Storage Credit 

Based on the City’s available groundwater wells, groundwater storage can account for a portion of the 
recommended emergency storage. The following must be true to use the groundwater supply to offset 
the need to provide surface storage: 

• Groundwater supply is of potable water quality and can be reliably accessed (i.e., wells are 
equipped with on-site emergency generator or a plug-in adapter and transfer switch), 

• Groundwater supply is not already being relied upon to meet City’s average day demand 
requirements, and 

• Sufficient water distribution facilities are available to distribute this water to demand areas. 
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The Emergency Groundwater Storage Credit (EGWC) cannot exceed the emergency storage requirement 
for a given pressure zone. For planning purposes, it is assumed that 75 percent of the City’s reliable 
groundwater pumping capacity (i.e., capacity with backup power or a plug-in adapter) is available to 
supplement required emergency storage for one average day. This conservative assumption accounts for 
wells out of service for reasons other than power loss (e.g., maintenance or water quality). 

5.4.3.6 Storage Operational Strategies 

The operation of the City’s storage tanks can be varied seasonally to optimize tank operations and 
facilitate tank turnover to maintain water quality throughout the system. Based on the criteria discussed 
above, if water demands are evaluated seasonally (e.g., winter vs. summer), the required operational 
storage volumes for the winter months would be less than the required storage volumes for the summer 
months as the water demands are lower. Therefore, storage levels in the tanks could be maintained at 
lower levels in the winter months to facilitate better tank turnover or selected tanks could be removed 
from service for maintenance during low demand conditions. Similarly, demand patterns in various parts 
of the City’s system vary and required storage volumes can be tailored to the area served by each tank, in 
addition to the seasonal demand patterns. 

5.4.4 Valve Capacity Criteria (For Zones Supplied by PRVs) 

The Lower Vine Street Pressure Zone and the Lewis Homes Pressure Zones are currently the City’s only 
pressure regulated areas. Since these pressure zones do not have a booster pump station or a storage 
tank, the total valve capacity of the pressure regulating station should be equal to the peak hour demand 
plus fire flow condition. 

Future areas that are determined to have static pressures greater than 120 psi are recommended to be 
served via pressure regulating stations. For these future areas, the pressure regulating stations they are 
served off of will also need to have sufficient total capacity to be able to meet the peak hour demand plus 
fire flow condition. Requirements for new regulating stations are further discussed in the next section. 

5.4.5 Water Transmission and Distribution Pipeline Criteria 

The criteria described in this section should be used to evaluate existing transmission and distribution 
pipelines, as well as to size new transmission and distribution pipelines. The City’s existing system should 
be evaluated using pressure as the primary criterion. Secondary criteria such as velocity and head loss, 
will be used as indicators to locate where water system improvements may be needed. These criteria are 
not meant to be absolute, rather they are guidelines to be followed as appropriate, on a case-by-case 
basis. For example, if an existing pipeline experiences head loss in excess of the criteria described below 
during a maximum day demand plus fire flow event, this condition, by itself, does not necessarily indicate 
a problem as long as the minimum system pressure criterion is satisfied. 

New transmission and distribution pipelines to serve the City’s future planning areas should be located 
within designated utility corridors wherever possible. These designated utility corridors should be within 
public rights-of-way to minimize or eliminate the need for utility easements within private property. New 
development areas that are determined to have static pressures greater than 120 psi are recommended 
to be served by Pressure Reducing Valve (PRV) stations in an effort to mitigate the use of pipelines with 
thicker walls (i.e., larger pressure class). In addition, areas were maximum pressures meet or exceed 80 
psi are recommended to be equipped with individual service PRVs. 
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5.4.5.1 Water Transmission System 

Transmission pipelines are generally equal to and larger than 18 inches in diameter and should be 
evaluated and designed based on the criteria described below for maximum day plus fire flow, and peak 
hour demand conditions. The criteria reflect industry standards and West Yost’s experience working with 
the City’s existing water system. 

5.4.5.1.1 Maximum Day Demand plus Fire Flow 

• The minimum residual pressure at service locations should be 20 psi, 

• The maximum velocity within the transmission system pipelines should not exceed 10 fps, and 

• Head losses within the transmission system pipelines should not exceed 10 feet per 
thousand feet (ft/kft). 

5.4.5.1.2 Peak Hour Demand 

• The minimum residual pressure at service locations should be: 

— 40 psi for new customer connections and/or pressure zones 

— 35 psi for infill developments 

• The maximum pressure in the system should be 120 psi: 

— Service locations with pressures greater than 80 psi require individual service PRV be 
installed 

— System areas with pressure greater than 120 psi require a new regulated zone 
be developed 

• The maximum velocity within the transmission system pipelines should be 5 fps, and 

• Head losses within the transmission system pipelines should be limited to 3 ft/kft 
of pipeline. 

In addition to the criteria discussed above, the roughness coefficient (C-factor) used in the hydraulic model 
for new pipelines should be standardized. The recommended C-factor for new transmission pipelines is 
130. Since the adoption of the City Standards specifications and Standard Drawings in 1990, standard pipe 
material for transmission mains over 12 inches in diameter has been ductile iron pipe. 

5.4.5.2 Water Distribution System 

Distribution pipelines are generally less than 18 inches in diameter and should be evaluated and designed 
based on the criteria described below for maximum day demand plus fire flow and peak hour demand 
conditions. The criteria reflect industry standards and West Yost’s experience working with the City’s 
existing water system. 

5.4.5.2.1 Maximum Day Demand plus Fire Flow 

• The minimum allowable residual pressure at the flowing fire hydrant should be 20 psi, and 

• The maximum velocity within the distribution system pipelines should be 10 fps, or the head 
losses within the distribution system pipelines should be limited to 10 ft/kft of pipeline, 
whichever criteria is more conservative given the specific hydraulic/system condition. 
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5.4.5.2.2 Peak Hour Demand 

• The minimum residual pressure at service locations should be: 

— 40 psi for new customer connections and/or pressure zones 

— 35 psi for infill developments 

• The maximum pressure in the system should be 120 psi: 

— Service locations with pressures greater than 80 psi require individual service PRV 
be installed 

— System areas with pressure greater than 120 psi require a new regulated zone 
be developed 

• The maximum velocity within the distribution system pipelines should be 7 fps, or the head 
losses within the distribution system pipelines should be limited to 7 ft/kft of pipeline, 
whichever criteria is more conservative given the specific hydraulic/ system condition. 

In addition to the criteria discussed above, the roughness coefficient (C-factor) used in the hydraulic model 
for new pipelines should be standardized. The recommended C-factor for new distribution pipelines is 
130. Since the adoption of the City Standards specifications and Standard Drawings in 1990, standard pipe 
material for distribution mains 12 inches and smaller diameter has been either ductile iron pipe or 
polyvinyl chloride pipe. 

5.4.5.3 Other Recommended Criteria 

It is generally recommended that maximum pressures at customer service locations not exceed 80 psi. 
Should pressures exceed 80 psi at customer service locations, individual pressure regulating valves should 
be installed in accordance with California Plumbing Code requirements (Section 608.2 Excessive Water 
Pressure) to avoid potential damage to customer fixtures (e.g., water heaters, hoses, etc.). 
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